816867(1)—10%

Pin & Spring

816860(1)—5*
Access Screw

816889(4)—10%
5/32" Steel Ball

Adapter

816892(1)—10*
1/4” Steel Ball

811056(1)
Load Screw

813208(1)
Torque Spring

816814(1)—5*
Retaining Ring

812326(1 VN

Lock Plug

816878(2)—20%

816216(1)—10%

X

812583(1)

812428(1) mGiNeL

Belleville Washer Locking Screw Torque Block Lock Hex Stem  Grip Lock
816799(1)—5* 816865(1)—10%* 816872(1)—5* 816815(1)—5%*
Head Bearing Pin Adjusting Screw Pawl Link Set Screw
(includes retaining ring) 816870(2)—10%
Pawl Pin 816813(1)—5*
Lock Pin
=777 ][ = 7
B ¢ i ; |
812366(1) u : = ] {
Hine » : 9
813118(1)
816897(1)—10% Case A mam:mo:.u - mm%ouw:
> . uminum Grip ubber Gri
Retaining Ring (includes rubber grip) P
R N CAsE T
816799—THIS PIN IS FORMED OVER §
CUSTOMER MUST GRIND OFF FORMED END - _um% \
& INSTALL THIS PIN FORMING THE HEAD / \
OVER THE RETAINING RING AS SHOWN. i
RETAINING RING (oEF ORE /\\ w AFTER
ASSEMBLY

RETAINING RING ASSEMBLY

857046—INSTRUCTIONS

811075—Tang Ass'y. (Includes Tang, Pin & spring adapter, & Adj. screw)

LEGEND: ( )

*

Quantity/Tool
Quantity/Multi—Pak

SrURyEVENT BICHmemny
@ TORQUE MEASUREMENT SYSTEMS
DIVISION OF RYESON CORPORATION

THIS PRINT AND ALL INFORMATION APPEARING THEREON IS THE PROPERTY
OF "STURTEVANT/RICHMONT". NEITHER THE PRINT NOR THE INFORMATION
THEREON MAY BE REPRODUCED OR USED IN ANY MANNER WHATSOEVER OR
DIVULGED TO ANY OTHER PERSON UNLESS SPECIFICALLY AUTHORIZED BY
"STURTEVANT/RICHMONT".

PART DESCRIPTION

CCM 18001 (IN./LBS)

DIAGRAM NO. & REV.

810762—N




