816867(1)—10*
Pin & Spring Adapter
816878(2)—10*

816889(4)—10*

5/32" Steel Ball
816892(1)—10%

816847(1)—10*
Int. Lock Washer

812363(1)

(includes retaining ring)

Belleville Washer 1/4” Steel Ball Torque Spring
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816799(1)—5* 812583(1) 812205(1)
Head Bearing Pin Torque Block Adjusting Plug

816870(2)—10% 816872(1)—5% 812201(1) 812224(1)
Pawl Pin Pawl Link Spacer Lock Plug
813238(1)
Tang
_
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814252 /’
Case, Etched 812353(1)
816897(1)—10* Grip
Retaining Ring
|.m8\.mmw/ CASE
816799—THIS PIN IS FORMED OVER \
CUSTOMER MUST GRIND OFF FORMED END corn oer
& INSTALL THIS PIN FORMING THE HEAD /
OVER THE RETAINING RING AS SHOWN.
RETAINING RING < BEFORE /\\ w AFTER
ASSEMBLY

RETAINING RING ASSEMBLY

857045—Instruction Sheet

811074—Tang Ass’y. (Includes Tang & Pin & spring adapter)

LEGEND: ( ) = Quantity/Tool

Quantity/Multi—Pak

THIS PRINT AND ALL INFORMATION APPEARING THEREON IS THE PROPERTY
OF "STURTEVANT/RICHMONT". NEITHER THE PRINT NOR THE INFORMATION
THEREON MAY BE REPRODUCED OR USED IN ANY MANNER WHATSOEVER OR
DIVULGED TO ANY OTHER PERSON UNLESS SPECIFICALLY AUTHORIZED BY
“STURTEVANT/RICHMONT".
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