816799(1)—5* 816860(1)—5* 816892(1)—10* 811056(1) 816814(1)—5*

_ Head Bearing Pin Access Screw 1/4” Steel Ball Load Screw Retaining Ring
(includes retaining ring)7 _g16889(4)—10* 812363(1) 812326(1)
5/32" Steel Ball Torque Spring Lock PIug/
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816216(1)—10* Z J
812221(1) Locking Screw 812583(1) 812428(1)~ 812442(1)
Reversing Pin 813535(1) Torque Block Lock Hex Stem  Grip Lock
816878(2)—20% Tang g16865(1)—10% 816872(1)—5* 816815(1)—5*
Belleville Washer Adjusting Screw Pawl Link Set Screw
816870(2)—10*
. Pawl Pin
813378(1) Sp'“d'e'*3/8 . 816912(1) —_ 816813(1)—5* 812072(1)
816889(1)—10 5/32 Steel Ball Aluminum Grlp Lock Pin Rubber Gr|p
816909(1)—10* Spring (includes rubber grip) A
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816897(1)—10% {
Retaining Ring 221253“)
816748(1)—5*
816830(1)—5* Retaining Ring
Washer 7T
—230/224 [ OET
816799—THIS PIN IS FORMED OVER 17, \#
CUSTOMER MUST GRIND OFF FORMED END % 0w D(ER .
& INSTALL THIS PIN FORMING THE HEAD 2 % o
OVER THE RETAINING RING AS SHOWN. ‘ i o 2
RETAINING RING ~ ,o=rLRE. : AFTER
RETAINING RING ASSEMBLY
INSTRUCTIONS CASE & LABEL
857046 820123 & 863052
816958—Ratchet Renewal Kit (Includes Spindle, Reversing Pin, Washer, LEGEND: ( ) = Quantity/Tool
* = Quantity/Multi—Pak
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