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Spring Tang 1/16” Steel Ball 1/4” Steel Ball Load Screw Retaining Ring
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Adjusting Screw Torque Block Lock Hex Stem
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Belleville Washer Pawl Pin Pawl Link Grip Lock Set Screw
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816897(1)—10%

816829(1)—5* 816832(1)—5* Retoining Ring \__J
Washer Retaining Ring
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816799—THIS PIN IS FORMED OVER /

CUSTOMER MUST GRIND OFF FORMED END PEEN OVER

& INSTALL THIS PIN USING A PRESS OR HAMMER,

PEENING THE EDGE OVER THE HOLE. ﬁ BEFORE

ASSEMBLY _\//%
RETAINING RING RETAINING RING ASSEMBLY

INSTRUCTIONS: 857046
CASE & LABEL: 820122 & 863052

816998—Ratchet Renewal Kit (Includes Spindle, Reversing Pin, Washer, LEGEND: ( ) = Quantity/Tool

%

811349—Ratchet Tang Ass’y. (Includes Ratchet Renewal Kit & Tang)
DIAGRAM NO. & REV.
THEREON MAY BE REPRODUCED OR USED IN ANY MANNER WHATSOEVER OR

TORQUE MEASUREMENT SISTEMS DIVULGED TO ANY OTHER PERSON UNLESS SPECIFICALLY AUTHORIZED BY
DIVISION OF RYESON CORPORATION | "STURTEVANT/RICHMONT". . -

Retaining Ring, Spring, & Ball)
Quantity/Multi—Pak
57@”@75 VAT FICmET T RV Mo NeHeR Tae wa non e meomaman” | ART DESCRIPTION




