
DIVISION OF RYESON CORPORATION
TORQUE MEASUREMENT SYSTEMS

R

816867(1)-10*
Pin & Spring Adapter

816889(6)-10*
5/32" Steel Ball

816862(2)-10*
Belleville Washer

813199(1)
Front Tang

813922(1) Rear Tang

816870(2)-10*
Pawl Pin

816865(1)-10*
Set Screw
816872(1)-10*
Pawl Link

816892(1)-10*
1/4" Steel Ball

812583(1)
Torque Block

816213(2)-5*
Orbital Bearing Pin
(includes snap ring)

811337(1)
Inner Case

812347(1)
Spacer

812363(1)
Torque Spring

812205(1)
Adjusting Plug

812224(1)
Lock Plug

816847(1)-10*
Int. Lock Washer

816860(1)-5*
Acess Screw

816864(2)-5*
Screw

813870(1)
Case

Snap Ring(2)LEGEND: ( ) = Quantity/Tool
        * = Quantity/Multi-Pak

816727(4)-20*
Screw, Lid 816307(1)-1*

PTV Cover

816767(1)-5*
Set Screw
Use Locktite

857258: SERVICE INSTRUCTIONS

THIS PRINT AND ALL INFORMATION APPEARING THEREON 
IS THE PROPERTY OF "STURTEVANT RICHMONT". NEITHER 
THE PRINT NOR THE INFORMATION THEREON MAY BE 
REPRODUCED OR USED IN ANY MANNER WHATSOEVER 

ORDIVULGED TO ANY OTHER PERSON UNLESS 
SPECIFICALLY AUTHORIZED BY "STURTEVANT RICHMONT".

PART NO.

810318-L

810318

DESCRIPTION

SLTC-2.4FM-4800I (IN./LBS)
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